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ENCLOSURE SIZES

H" (mm) W" (mm) D" (mm)
48" (1219) 36" (914) 12" (305)
48" (1219) 36" (914) 16" (406)
60" (1524) 24" (610) 18" (457)
60" (1524) 24" (610) 24" (610)
60" (1524) 36" (914) 12" (305)
60" (1524) 36" (914) 16" (406)
60" (1524) 36" (914) 24" (610)
60" (1524) 42" (1067) 12" (305)
60" (1524) 42" (1067) 16" (406)
72" (1829) 24" (610) 18" (457)
72" (1829) 24" (610) 24" (610)
72" (1829) 24" (610) 30" (762)
72" (1829) 24" (610) 36" (914)
72" (1829) 25" (635) 18" (457)
72" (1829) 25" (635) 24" (610)
72" (1829) 30" (762) 18" (457)
72" (1829) 30" (762) 24" (610)
72" (1829) 36" (914) 12" (305)
72" (1829) 36" (914) 16" (406)
72" (1829) 36" (914) 18" (457)
72" (1829) 36" (914) 24" (610)
72" (1829) 36" (914) 30" (762)
72" (1829) 36" (914) 36" (914)
72" (1829) 42" (1067) 10" (254)
72" (1829) 42" (1067) 12" (305)
72" (1829) 42" (1067) 16" (406)
72" (1829) 42" (1067) 24" (610)
90" (2286) 24" (610) 20" (508)
90" (2286) 30" (762) 20" (508)
90" (2286) 30" (762) 30" (762)
90" (2286) 36" (914) 20" (508)
90" (2286) 36" (914) 24" (610)
90" (2286) 36" (914) 30" (762)
90" (2286) 36" (914) 36" (914)
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IndustriQUBE"

FREE-STANDING SINGLE BAY ENCLOSURES
TYPE 12, 3R, 4, 4X AND IP66

D
OPTIONAL:
QUARTER TURN
LATCHES
OPTIONAL: OPTIONAL:
21° SLOPED ROOF 3 POINT LATCH LIFTING EYES
c
B
OPTIONAL: EASILY REMOVABLE
PEDESTAL PIN HINGES
OPTIONS:
- CONSTRUCTED OF .105" POWDER COATED CARBON STEEL, 304L, OR 316L
- CHOICE OF QUARTER TURNS OR 3 POINT LATCH
- BACK PANEL - GALVANIZED STEEL, POWDER COATED CARBON STEEL, 304L, OR 316L
-21° SLOPED ROOF - ADDS UP TO 13.8" (351MM) IN HEIGHT A
= PEDESTAL ITEM NUMBER USED ON UNLESS OTHERWISE
SI:/:\EN AL IndustriQUBE TSEE&%%%;O ICE }lgEOIg'A‘E\‘JDEMET’. DoINIo?{Sm;UCE OR DISCLOSE
oo e IndustHQUBE FREE-STANDING
ANGULAR =172 SINGLE BAY ENCLOSURE SPEC
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