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 CERTIFICATE OF COMPLIANCE 
 

(1) Type Examination 
(2) Product intended for use in potentially explosive 

atmospheres - Directive 2014/34/EU 

 

(3) Type Examination Certificate Number: QPS 16ATEX0002X Issue Number: 6th  

(4) Product: Air conditioner for computer and electronics equipment enclosure 

(5) Manufacturer: Ice Qube, Inc. 

(6) Address: 141 Wilson Ave. Greensburg, PA, 15601, USA 

(7) This product and any acceptable variation thereto is specified in the schedule to this certificate and the documents 
therein referred to. 

 

(8) QPS Evaluation Services Inc., certifies that this product has been found to comply with the Essential Health and 
Safety Requirements relating to the design and construction of products intended for use in potentially explosive 
atmospheres given in Annex II to Directive 2014/34/EU of the European Parliament and of the Council, dated 26 
February 2014. 

The examination and test results are recorded in confidential test report no. ATX1682-2 

 

(9) Compliance with the Essential Health and Safety Requirements has been assured by compliance with: 

EN IEC 60079-0:2018 

EN IEC 60079-7:2015: A1:2018 

 except in respect of those requirements listed at item 18 of the Schedule. 

(10) If the sign ”X” is placed after the certificate number, it indicates that the product is subject to the Specific Conditions 
of Use specified in the schedule to this certificate. 

(11) This Type Examination Certificate relates only to the design and construction of the specified product and not to 
the manufacturing process and its monitoring. 

(12) The marking of the product shall include the following: 
   

 

 
II 3 G Ex ec IIC T5/T4/T3* Gc 

Ta= -40˚C to +60˚C 
⃰ Refer to Annex #1 for detail 
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(13) SCHEDULE 

(14) to Type Examination Certificate QPS 16ATEX0002X Issue No. 6th  
(15) Description 

The air conditioner model IQ…EV Z2 series air conditioner are intended  to be mounted to an  
adjacent enclosure that provides cooling and dehumidifying  to the  computer and electronic 
equipment enclosure. The evaporator compartment freely communicates with the adjacent 
enclosure, blowing the conditioned air. The condenser compartment is open to the surrounding 
atmosphere. 
 
The air conditioner model IQ series comprise of metal enclosure, hermetically sealed air 
compressor, Sealed components, and brushless impeller Fan. The temperature controller and the 
electronics components are installed a compartment where connect to the cool air outlet. 
Therefore, many electrical and electronic component’s service temperature are not affected by the 
Ambient temperature. 
 

 Electrical data 

120 V 60 Hz, 220/230 V 50/60Hz, 240 V 50/60Hz, 
400 V 50/60 Hz, 440 V 50/60 Hz, 480V 50/60Hz. 

 
 Installation instructions 

Evolution Series Air Conditioners Zone 2 ATEX and IECEx Hazardous Locations*  
OPERATION AND INSTALLATION MANUAL. Doc.#. QD-ENG-71. 

 
(16) Report Number: ATX1682-2 

 
(17) Specific conditions of use 

1. “WARNING – Potential Electrostatic Charging Hazard-See Instructions” 

2. "WARNING – DO NOT CONNECT OR DISCONNEC WHEN ENERGIZED” 
 

(18) Essential Health and Safety Requirements 
 
Covered by the standards listed at item (9). 
 

(19) Test documentation 
 
As listed in Report No. X1682-2R2 ExTR National Differences 
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(20) Certificate history 
 
Issue 0 -  initial certificate 
Issue 1 -   

i. Revised model # with added on a suffix of "Z2" 
ii. Added on new models to the IQ Series with large Capacity air conditioner. 

Issue 2 - 
i. Added on new models to the IQ series Air Conditioner with expanding cooling capacity. 

New models: IQ1000EV Z2, IQ2000EV Z2, IQ3000EV Z2, IQ14000EV Z2, IQ17000EV Z2 
and IQ20000EV Z2. 

Issue 3 -  
i. Revised the input voltages to including 240V 50/60Hz and 440 V 50/60Hz to the IQ....EV 

series. 
Issue 4 - 

i. Update the evaluation from EN 60079-0: Edition 6 to EN IEC 60079-0: edition: 7 
ii. Re-evaluated from "nA, nC" to “ec” according to EN IEC 60079-0: edition 7. and including    

EN IEC 60079-7:2015: A1:2018. 
iii. Revise Marking Label. 

Issue 5 -  
i. Added, alternate blowers for use as evaporator and condenser blower.  

 
Issue 6.  

i. Added alternate Blowers for use as evaporator and condenser blower. 
ii. Added Sealed relay as alternate to the solid-state relay. 
iii. Added RJ45 receptacle (Rated IP67) 

 
Issued By:  Dave Adams P.Eng. 

Manager, Hazardous Locations Department 
 

Signature:                                                                  Date:  September 13. 2022 
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ANNEX 1 to QPS 16ATEX0002X-06 “ELECTRICAL RATINGS: for IQ….EZ’s series 

 

*Model 

Refrigerant 
Design 

Pressure 
Electrical Rating – Permanently Connected Units 

Maximum 
Fuse or 

HACR Type 
Circuit   

Breaker 
Size, A 

T-codes 

Type Amount 
High 
Side 

Low 
Side 

Voltage 
Cooling 
Current 

(A) 

Frequency 
(Hz) 

Phase 

Minimum 
Circuit 

Ampacity, 
A 

Without 
crankcase 

With crankcase 

IQ1000EV R134a 7oz. 259 186 

120 4.36 60 

1 

See 
‘Current 
Rating’ 

section c) 
for details 

See ‘Current 
Rating’ d) for 

details 
T6 T5 

220 2.69 50 

230 2.60 60 

240 2.09 50 

240 2.02 60 

400 1.32 50 

400 0.90 60 

440 0.91 50 

440 0.85 60 

480 0.58 50 

480 0.60 60 

IQ2000EV R134a 10oz. 

295 186 120 5.40 60 

1 

See 
‘Current 

Rating’ c) 
for details 

See ‘Current 
Rating’ d) for 

details 
T6 T5 

303 186 

220 2.84 50 

230 2.71 60 

240 1.99 50 

240 1.93 60 

400 1.43 50 

400 0.99 60 

440 1.14 50 

440 0.89 60 

480 0.75 50 

480 0.77 60 
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Model 

Refrigerant Design 
Pressure 

Electrical Rating – Permanently Connected Units Maximum 
Fuse or 

HACR Type 
Circuit   

Breaker 
Size, 
“A” 

T-codes 

Type Amount 
High 
Side 

Low 
Side 

Voltage 
Cooling 
Current 

(A) 

Frequency 
(Hz) 

Phase 

Minimum 
Circuit 

Ampacity, 
A 

Without 
crankcase 

With crankcase 

IQ3000EV R134a 10oz. 

349 186 120 5.92 60 

1 

See 
‘Current 

Rating’ c) 
for details 

See ‘Current 
Rating’ d) for 

details 

 
T6 

 
T5 345 186 

220 3.05 50 

230 2.95 60 

240 2.10 50 

240 2.04 60 

400 1.55 50 

400 1.17 60 

440 1.03 50 

440 1.05 60 

480 0.98 50 

480 0.99 60 

IQ4000EV R134a 19oz. 243 186 

120 8.80 60 

1 

See 
‘Current 
Rating’ 

section c) 
for details 

See ‘Current 
Rating’ d) for 

details 
T4 T3 

220 3.86 50 

230 4.73 60 

240 3.50 50 

240 4.13 60 

400 2.46 50 

400 2.41 60 

440 2.02 50 

440 2.25 60 

480 2.17 50 

480 2.26 60 
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Model 

Refrigerant 
Design 

Pressure 
Electrical Rating – Permanently Connected Units 

Maximum 
Fuse or 

HACR Type 
Circuit   

Breaker 
Size, A 

T-codes 

Type Amount 
High 
Side 

Low 
Side 

Voltage 
Cooling 
Current 

(A) 

Frequency 
(Hz) 

Phase 

Minimum 
Circuit 

Ampacity, 
A 

Without 
crankcase 

With crankcase 

IQ5000EV R134a 24oz. 243 186 

120 8.81 60 

1 

See 
‘Current 

Rating’ c) 
for details 

See ‘Current 
Rating’ d) for 

details 
T4 T3 

220 3.87 50 

230 4.74 60 

240 3.50 50 

240 4.13 60 

400 2.52 50 

400 2.72 60 

440 2.03 50 

440 2.25 60 

480 2.18 50 

480 2.27 60 

IQ6000EV R134a 28oz. 243 186 

120 8.83 60 

1 

See 
‘Current 

Rating’ c) 
for details 

See ‘Current 
Rating’ d) for 

details 
T4 T3 

220 3.88 50 

230 4.75 60 

240 3.52 50 

240 4.11 60 

400 2.73 50 

400 2.73 60 

440 2.03 50 

440 2.26 60 

480 2.18 50 

480 2.27 60 
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Model 

Refrigerant 
Design 

Pressure 
Electrical Rating – Permanently Connected Units 

Maximum 
Fuse or 

HACR Type 
Circuit   

Breaker 
Size, A 

T-codes 

Type Amount 
High 
Side 

Low 
Side 

Voltage 
Cooling 
Current 

(A) 

Frequency 
(Hz) 

Phase 

Minimum 
Circuit 

Ampacity, 
A 

Without 
crankcase 

With crankcase 

IQ8000E
V 

R407c 34oz. 324 162 

120 15.10 60 

1 

See 
‘Current 

Rating’ c) 
for details 

See ‘Current 
Rating’ d) for 

details 
T4 T3 

220 6.50 50 

230 7.70 60 

240 6.96 50 

240 7.17 60 

400 4.20 50 

400 4.21 60 

440 3.74 50 

440 3.98 60 

480 3.80 50 

480 3.60 60 

IQ10000
EV 

R407c 

39oz 324 162 120 19.80 60 

1 

See 
‘Current 

Rating’ c) 
for details 

See ‘Current 
Rating’ d) for 

details 
T4 T3 

36oz 324 162 

220 10.00 50 

230 10.10 60 

240 9.26 50 

240 9.46 60 

400 5.10 50 

400 5.09 60 

440 5.04 50 

440 5.20 60 

480 5.06 50 

480 5.05 60 
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Model 

Refrigerant 
Design 

Pressure 
Electrical Rating – Permanently Connected Units Maximum Fuse 

or HACR Type 
Circuit   

Breaker Size, A 

T-codes 

Type Amount 
High 
Side 

Low 
Side 

Voltage 
Cooling 
Current 

(A) 

Frequency 
(Hz) 

Phase 
Minimum 

Circuit 
Ampacity, A 

Without 
crankcase 

With 
crankcase 

IQ12000EV R407c 

43oz 324 162 120 20.10 60 

1 

`See 
‘Current 

Rating’ c) for 
details 

See ‘Current 
Rating’ d) for 

details 
T4 T3 

41oz. 324 162 

220 10.30 50 

230 10.30 60 

240 9.42 50 

240 9.70 60 

400 5.22 50 

400 5.21 60 

440 5.10 50 

440 5.32 60 

480 5.10 50 

480 5.09 60 

IQ14000EV R407c 44oz 315 162 

220 12.50 50 

1 
See ‘Current 
Rating’ c) for 

details 

See ‘Current 
Rating’ d) for 

details 
T5 T4 

230 12.10 60 

240 11.44 50 

240 11.68 60 

400 7.09 50 

400 7.11 60 

440 7.59 50 

440 7.01 60 

480 6.76 50 

480 6.66 60 
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Model 

Refrigerant 
Design 

Pressure 
Electrical Rating – Permanently Connected Units 

Maximum Fuse 
or HACR Type 

Circuit   
Breaker Size, A 

Low Side 

T-codes 

Type Amount 
High 
Side 

Low 
Side 

Voltage 
Cooling 
Current 

(A) 

Frequency 
(Hz) 

Phase 
Minimum 

Circuit 
Ampacity, A 

Without 
crankcase 

With 
crankcase 

IQ17000EV R407c 
44oz 

 
315 162 

220 13.76 50 

1 
See ‘Current 
Rating’ c) for 

details 

See ‘Current 
Rating’ d) for 

details 
T5 T4 

230 13.21 60 

240 12.65 50 

240 12.80 60 

400 6.81 50 

400 6.92 60 

440 7.13 50 

440 7.15 60 

480 6.74 50 

480 6.43 60 

IQ20000EV R407c 64oz 315 162 

220 16.96 50 

1 
See ‘Current 
Rating’ c) for 

details 

See ‘Current 
Rating’ d) for 

details 
T5 T4 

230 16.40 60 

240 15.27 50 

240 15.35 60 

400 8.70 50 

400 8.67 60 

440 9.12 50 

440 8.88 60 

480 8.64 50 

480 8.36 60 

 

 

 

 



Certificate Number  

QPS 16ATEX0002X-06 10 of 10 

 

QPS Inc, 81 Kelfield St., Units 7-9, Toronto, ON   M9W 5A3   Tel:  416-241-8857 

www.qps.ca 

 

Technical Documents 

Title: Drawing No.: Rev. Level: Date: 

IQ351318 REV E_Product ID Label, EVZ2 IQ351318 E 03/03/2021 

IQ351468 Rev B_Spec Drawing, IQ1000EVZ2 IQ351468 E 02/09/2022 

IQ351469 Rev B_Spec Drawing, IQ2000EVZ2 IQ351469 E 02/09/2022 

*IQ352672 Rev 3_BOM, IQ1-2000EVC1Z2 120V IQ352672 3 29/07/2022 

*IQ352880 Rev 2_BOM, IQ1-2000EVC1Z2 230V IQ352880 2 29/07/2022 

*IQ352881 Rev 2_BOM, IQ1-2000EVC1Z2 480V IQ352881 2 29/07/2022 

IQ351470 Rev B_Spec Drawing, IQ3000EVZ2 IQ351470 E 02/09/2022 

*IQ352674 Rev 3_BOM, IQ3000EVC1Z2 120V IQ352674 3 29/07/2022 

*IQ352882 Rev 2_BOM, IQ3000EVC1Z2 230V IQ352882 2 29/07/2022 

*IQ352883 Rev 2_BOM, IQ3000EVC1Z2 480V IQ352883 2 29/07/2022 

IQ351245 Rev C_Spec Drawing, IQ4000EVZ2 IQ351245 F 02/09/2022 

IQ351246 Rev C_Spec Drawing, IQ5000EVZ2 IQ351246 F 02/09/2022 

IQ351247 Rev C_Spec Drawing, IQ6000EVZ2 IQ351247 F 02/09/2022 

*IQ352675 Rev 3_BOM, IQ4-5-6000EVC1Z2 120V IQ352675 3 29/07/2022 

*IQ352676 Rev 3_BOM, IQ4-5-6000EVC1Z2 230V IQ352676 3 29/07/2022 

*IQ352677 Rev 3_BOM, IQ4-5-6000EVC1Z2 480V IQ352677 3 29/07/2022 

IQ351311 Rev C_Spec Drawing, IQ8000EVZ2 IQ351311 E 20/09/2022 

*IQ352678 Rev 3_BOM, IQ8000EVC1Z2 120V IQ352678 3 29/07/2022 

*IQ352679 Rev 3_BOM, IQ8000EVC1Z2 230V IQ352679 3 29/07/2022 

*IQ352680 Rev 3_BOM, IQ8000EVC1Z2 480V IQ352680 3 29/07/2022 

IQ351312 Rev C_Spec Drawing, IQ10000EVZ2  IQ351312 E 20/09/2022 

IQ351313 Rev C_Spec Drawing, IQ12000EVZ2  IQ351313 E 20/09/2022 

*IQ352681 Rev 3_BOM, IQ10-12000EVC1Z2 120V IQ352681 3 29/07/2022 

*IQ352682 Rev 3_BOM, IQ10-12000EVC1Z2 230V IQ352682 3 29/07/2022 

*IQ352683 Rev 3_BOM, IQ10-12000EVC1Z2 480V IQ352683 3 29/07/2022 

IQ351564 Rev B_Spec Drawing, IQ14000EVZ2 IQ351564 D 20/09/2022 

*IQ352684 Rev 3_BOM, IQ14000EVC1Z2 230V IQ352684 3 29/07/2022 

*IQ352884 Rev 2_BOM, IQ14000EVC1Z2 480V IQ352884 2 29/07/2022 

IQ351565 Rev B_Spec Drawing, IQ17000EVZ2  IQ351565 D 20/09/2022 

*IQ352685 Rev 3_BOM, IQ17000EVC1Z2 230V IQ352685 3 29/07/2022 

*IQ352885 Rev 2_BOM, IQ17000EVC1Z2 480V IQ352885 2 29/07/2022 

*IQ351566 Rev B_Spec Drawing, IQ20000EVZ2  IQ351566 D 20/09/2022 

*IQ352686 Rev 3_BOM, IQ20000EVC1Z2 230V IQ352686 3 29/07/2022 

*IQ352886 Rev 2_BOM, IQ20000EVC1Z2 480V IQ352886 2 29/07/2022 

 

 

 


