QPS Evaluation Services Inc
Testing, Certification and Field Evaluation Body
Accredited in Canada, the USA, and Internationally

LR1682

CERTIFICATE OF COMPLIANCE

ISO TYPE 3 CERTIFICATION SYSTEM
Issued to Ice Qube, Inc.

Address 141 Wilson Ave.
Greensburg, PA
15601 USA

Project Number LR1682-1R1
Product Air-to-Air Heat Exchangers,

Model Number IQ700HE-Z2, IQ800HE-Z2, IQ900HE-Z2, 1Q2200HE-Z2, IQ6100HE-Z2, IQ7400HE-Z2
and IQ10000HE-Z2.

Ratings USA
Class |, Zone 2, AEx ec IIC T6/T5/T4 Gc

CANADA

Ex ec IIC T6/T5/T4

(*) Temperature Classification Reference to Annex page
Tamb: -40°C to to 60°C/65°C/70°C/75°C/80°C.

Input:
24/48Vvdc , 120/230Vac, 1Ph, 50/60Hz

Applicable Standards UL 1995 4th
CSA C22.2 No. 236-11 4™,
UL 60079-0 7th: 2019
UL 60079-7 5th: 2017
CSA C22.2 No. 60079-0 4th, 2019
CSA C22.2 No. 60079-7 2nd, 2016
UL 50E 3rd, 2020
CSA C22.2 No. 94.2. 3", 2020

Factory/Manufacturing Location Same as Applicant

Statement of Compliance: The product(s) identified in this Certificate and described in the Report covered under the above referenced
project number have been investigated and found to be in compliance with the relevant requirements of the above referenced standard(s).
As such, they are eligible to bear the QPS Certification Mark shown below, in accordance with the provisions of QPS’s Service Agreement.

\us

1)

CERTIFIED

Issued By: Dave Adams, P. Eng.
Manager, Hazardous Locations [Ex Equipment] Department

Signature: s Date: June 24, 2022

81 Kelfield St., Units 7-9, Toronto, ON M9W 5A3 Tel: 416-241-8857; Fax: 416-241-0682
WWW.gps.ca
QSD 34HL Rev 00



QPS Evaluation Services Inc
Testing, Certification and Field Evaluation Body
Accredited in Canada, the USA, and Internationally

LR1682

Annex 1 Electrical and T code Rating for Zone 2 Heat Exchanger

Model Input Current FREQUENCY Ambient Temperature (Tamp= -40°C to
Voltage (A)
+60°C +65°C +70°C +75°C +80°C
T Code
24 VDC 0.7
N/A * *
IQ700HE- 48 VDC 0.25 T - -
z2 120 VAC 0.24
50/60 Hz T4 T4
230 VAC 0.13
IQ800HE- 24vbe 294 N/A T6 T5 T5 * *
22 48 VDC 1.48
24 VDC 7.00
N/A T5 T5 *
IQ9O00HE- 48 VDC 4.00 6 5
22 120 VAC 2.80
50/60 Hz T5 T4 T4
230 VAC 0.96
24 VDC 7.00
N/A T5 T5 T5 *
IQ2200HE- 48 VDC 4.00 6
22 120 VAC 2.80
50/60 Hz T5 T4 T4
230 VAC 0.96
24 VDC 8.82
N/A T5 * * *
IQ6100HE- 48 VDC 6.2 T6
z2 120 VAC 3.70
50/60 Hz * * * *
230 VAC 1.80
24 VDC 8.82
N/A T5 * * *
IQ7400HE- 48 vDC 6.2 6
z22 120 VAC 3.70
50/60 Hz * * * *
230 VAC 1.80
24 VDC 14.5
N/A T5 * * *
IQ10000HE- | 48VDC 83 6
z2 120 VAC 5.02
* * * *
230 VAC 2 S0/60 Hz

Issued By: Dave Adams, P. Eng.
Manager, Hazardous Locations [Ex Equipment] Department

Signature: V7 Date: June 24, 2022

81 Kelfield St., Units 7-9, Toronto, ON M9W 5A3 Tel: 416-241-8857; Fax: 416-241-0682
WWW.gps.ca
QSD 34HL Rev 00



